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FLEX Las Vegas Classic - 43' 5!
BUILT FOR BOWLING
Oil Pattern Distance 43 Reverse Brush Drop 40 Qil Per Board Multi ul
Forward Qil Total 18.9 mL Reverse Oil Total 4.145 mL Volume QOil Total 23.045 mL
Tank Configuration N/A  Tank A Conditioner fire Tank B Conditioner ice

START STOF LOADS MICS SPEED BUFFER TAMK CROSSED START EMD FEET T.OIL
1 2L 2R T 50 14 3 A 259 0.0 119 11.9 12950
2 9L 9R 1 30 14 2 A 23 119 1.8 1.2 1150
3 11L 10R 1 50 14 3 A 20 13.8 15.7 1.9 1000
4 13L 12R 2 50 18 3 A 32 15.7 20.8 5.1 1600
5 16L 14R 2 55 18 3 A 22 208 259 5.1 1210
6 17L 15R 2 55 18 3 A 18 25.9 321.0 5.1 Qap
7 2L 2R o 55 22 3 A 0 31.0 43.0 12.0 ]
]
START STOF LOADS MICS SPEED BUFFER TAMK CROSSED START EMD FEET T.OIL
1 2L 2R o 55 30 3 A o 43.0 24.0 -19.0 ] 3
2 17L 15R 1 55 22 2 A 9 240 209 -3.1 495
3 16L 14R 2 55 22 3 A 22 209 147 -6.2 1210
4 141 13R 2 55 18 3 A 28 147 a6 -51 1540 -
5 12L 11R 1 30 14 2 A 18 9.6 7.7 -1.9 900 -
6 2L 2R o 50 10 3 A ] 7.7 00 7.7 ]
Cleaner Ratio Main Mix NA Forward
Cleaner Ratio Back End Mix NA Reverse
Cleaner Ratio Back End Distance NA Combined
Buffer RPM: 4 =720 | 3=500 | 2=200] 1=50
This Pattern Up Loaded From Slot # 6 In Lane
Machine On 11/13/2016 8:56 AM
ltem IL-TL:9BL-18R BL-1ZL:18L-18R 13L-17L:18L-18R, 1BL-1BR:1TR-123R 1BL-1BR1ZR-ER. 1BL-18R:TR-2R,
Description Outside Track:Middle ‘Middle Track:Middle |Inside Track:Middle ‘Mlddle: Inside Track |Midd|e:Midd|e Track ‘Middle:DutsideTrack
Track Zone Ratio 143 \ 261 | 135 \ 111 | 238 \ 313
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